
WARMTECH 
THERMOSTATS

HEATING EXPERTS  
& CONTRACTORS

Warmtech thermostats are constructed using high quality components and 
have been selected for their ease of use, functionality and good looks.

Model: 
TSP-WT02

Colour Touch (WiFi) - White 



OUR RANGE

WARMTECH has heating experts and contractors nationwide, who will be 
pleased to provide more details on WARMTECH products and services. 
To contact your local WARMTECH distributor or to arrange a no-obligation 
FREE quotation, please call our freephone number.  

1300 138 126  |  warmtech.com.au

MTC-1991

Dimensions
Height:  115 mm
Width:  84 mm
Depth:  50 mm

Analogue - 
White

Thermostat Features:

•  Remote floor sensor which is designed to meet  
the standard requirements for comfort, safety and 
energy saving

•  Locking mechanism behind the control knob to limit the 
amount of adjustment possible

•  The perfect solution for budget-conscience users.

TSP-WT01

Dimensions
Height:  115 mm
Width:  84 mm
Depth:  40 mm

Colour Touch - 
White

Thermostat Features:

•  Bucludes 4 and event program err automatic  
comfort and setback temperature

•  Up to 7 different program combinations can  
be created

•  Energy use - The Energy use function uses data to 
calculate electricity consumption and the cost of  
heating over a given period

•  For individual control or heating zone control.

TSP-WT02 

Dimensions
Height:  115 mm
Width:  84 mm
Depth:  40 mm

Colour Touch  
(Wi-Fi) - White

Thermostat Features:

•  All of the standard TSP-WT01  
Colour Touch White features plus;

•  Remote access and control via the user-friendly app

•  Simple set-up with an installation wizard

•  The W3WT02 model includes Wi-Fi capability.

TSP-WT01

Dimensions
Height:  120 mm
Width:  80 mm
Depth:  37 mm

Colour Touch - 
Black

Thermostat Features:

• Programmable or non-programmable

• 3 control modes - Air, Floor & Air+Floor

• For underfloor heating and heated towel rail control

•  Built-in air temperature sensor and external floor 
temperature sensor

•  Floor model with floor sensor connector enables precise 
control of floor temperature for undertile heating

•  Large, backlight LCD features intuitive programming icons

• Two-part design: Removable font face and switching module.


